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PURCHASING GUIDE

BSLL SERIES SUPER DUTY BASE STATION ANTENNAS INEENEN

HF Unity Gain, up to 168"

BSLL50U-XX 45-75MHz

(Not UPS Shippable)

VHF Unity Gain, 96"

GLOBAL OUTDOOR
BASE STATION ANTENNAS INEESN

3dBd Gain Omnidirectional

BSJ727 698MHz-2.7GHz

6-3/4" dia. Fiberglass Radome, Mount included
BSR727 698MHz-2.7GHz

ABS Radome, Mount included

BSLL100U-XX 75-140MHz
VHF Unity Gain, 64"
BSLL150U-A 144-150MHz
BSLL150U-B 150-156MHz
BSLL150U-C 156-162MHz
BSLL150U-D 162-168MHz
BSLL150U-E 168-174MHz
BSLL220U-A 200-210MHz
BSLL220U-B 210-220MHz
BSLL220U-C 215-225MHz
VHF 3dBd Gain, 98"
BSLL150XL3-A 144-150MHz
BSLL150XL3-B 150-156MHz
BSLL150XL3-C 156-162MHz
BSLL150XL3-D 162-168MHz
BSLL150XL3-E 168-174MHz
BSLL220XL3-A 200-210MHz
BSLL220XL3-B 210-220MHz
BSLL220XL3-C 215-225MHz
UHF Unity Gain, 32"
BSLL450U-A 406-430MHz
BSLL450U-B 430-450MHz
BSLL450U-BC 445-465MHz
BSLL450U-C 450-470MHz
BSLL450U-CD 460-480MHz
BSLL450U-D 470-490MHz
BSLL450U-DE 480-500MHz
BSLL450U-E 490-512MHz

UHF 4.5dBd Gain, 67"

BSLL450XL4.5-A 406-430MHz

BSLL450XL4.5-B 430-450MHz

BSLL450XL4.5-C 450-480MHz

BSLL450XL4.5-D 470-490MHz

BSLL450XL4.5 E 490-512MHz

UHF 6dBd Gain, 98"

BSR727 BSJ727

Very large diameter fiberglass base station antenna
2" diameter tube, 2 1/2" diameter mounting sleeve

Allows for very robust construction especially
important in low band operation

Most XL series antennas are also available in BSLL

BSLL450XL6-A 406-440MHz
BSLL450XL6-B 440-460MHz
BSLL450XL6-C 450-470MHz
BSLL450XL6-D 460-480MHz
BSLL450XL6-E 480-512MHz
800/900MHz Wide Band Unity Gain (806-960MHz), 20"
BSLL80OUWB 806-960MHz

800/900MHz Wide Band 3dBd Gain (806-960MHz), 38"

BSLL800XL3WB 806-960MHz

900MHz 3dBd Gain, 36"

BSLL915XL3 900-930MHz
800/900MHz 5dBd Gain, 50"
BSLL80OXL5-A 806-866MHz
BSLL800XL5-C 825-896MHz
BSLLBOOXL5-E 890-970MHz
BSLL915XL5 900-930MHz
800/900MHz 6.5dBd Gain, 62"
BSLL80OXL7-A 806-866MHz
BSLL800XL7-C 825-896MHz
BSLL80OXL7-E 890-970MHz
BSLL915XL7 900-930MHz

All lengths of base station antennas are maximum.
See Data Sheets on Web for exact lengths.

BSLL Mounting Kits

version
Use BSLLUMNT 2-4 or BSLMNT2 Mount for easy
assembly
BSLL
900MHz OMNIDIRECTIONAL
HORIZONTALLY POLARIZED
BASE STATION ANTENNA INENRWN

900MHz Horizontally Polarized Omni
9dBi, 53", H10", W 2" D
BS900HP 902-928MHz

ISVEININDO

Provides significant rejection to
unwanted signals in areas
populated by many vertically
polarized antennas.

BSLLUMNT1-2 BSL & BSLL Universal Mount
Bracket with 2 Bolts

BSLLUMNT2-4 Dual BSL & BSLL Universal
Mount Bracket set with 4 Bolts

BSLLUMNT1-4 BSL & BSLL Rotatable Mount
Bracket with 4 Bolts

BSLLUMNT2-8 Dual BSL & BSLL Rotatable
Mount Bracket set with 8 Bolts

BSLLUMNT1-2 BS900HP





