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FOLDED DIPOLE
ANTENNAS INEENN

Folded Dipole antennas are chosen for many applications
because of their inherent flexibility. They can be used either as
omni-directional or as directional antennas. They generally provide
wider bandwidths than other forms of dipole antennas.

Folded Dipole Element Unity Gain, 1-Element, N-Male
(Includes 1-Element and mounting hardware)
EDX50 50MHz

Folded Dipole Element 2.5dBd Gain, 1-Element, N-Male
(Includes 1-Element and mounting hardware) Double Element EDX
EDX150 150-174MHz EDX450

EDX220 220-225MHz EDX450

EDX450 406-512MHz gﬁﬁ“
EDX470WB 470-698MHz

For Double Element EDX you will need:
CC150-2  150-250MHz ED150-2
CC220-2  200-550MHz

RC220-2 200-400MHz

CC450-2  400-512MHz

BKT1 Mount for CC Series Power Divider

Folded Dipole 2.5dBd Gain, 1-Radiating Element, N-Male
(Includes 1 Element and Mast)

ED150-1 150-174MHz

ED220-1 220-225MHz

ED450-1 406-512MHz

Folded Dipole 5dBd Gain, 2-Radiating Elements, N-Male
(Includes 2 Elements and Mast)

ED150-2 150-174MHz
ED220-2 220-225MHz .
ED450-2 406-512MHz CC Series
EDX150 Couplers

EDX50

MARINE ANTENNAS INEEFR

XL Series Marine Antennas, 250 watt
MS150U-XXX 144-225MHz Unity Gain 64"
MS450U-XXX 406-512MHz 3dBd Gain 32"
MS450XL3-XXX 406-512MHz 3dBd Gain 36"
MS800XL3WB 806-930MHz 3dBd Gain 38"
XXX Refers to center required,

Specify connector at time of order

2.4GHz XL Series Marine Antennas, 100 watt
MS2400XL3 2400-2500MHz 5dBi Gain 18"
MS2400XL6 2400-2500MHz 8dBi Gain 24"

Tri-Mode 800 / 1800MHz Cell / PCS 3dB
MSDB18U8 825-896 1850-1990MHz 24"

S Series Marine Antennas, 100 watt

MS800SA 806-866MHz 3dBd Gain 27"
MS800SC 825-896MHz 3dBd Gain 27"
MS800SE 894-944MHz 3dBd Gain 27"

BSM800U

MOUNTS HEE YT All marine mounts mate with

standard 1" 14 thread mount.
Marine Mounts . .
M1034A Lexan Standard marine termination is

- 18" white pigtail.
M1034B Stainless Steel
All Base Station Antennas 60"
g:}l:/BNM Mount or less in length are available
with marine mount option.

OMNIBASE/MARINE

M1034B, MS800SC, MS150UC, M1034A





